Abrasion . . .
0] coat|ngs by h|gh
wi nd vel ocity
Repai nti ng coatings
subject to
Abr asi on-resi st ant
finishes . .
Abr asi ve bl asti ng.
See Bl ast cl eani ng.
Abr asi ve bl asting hel nets
Abr asi ve, effect of
Abr asive materi al s,
fini shes which
resi st .10.2.1.1,
Acid cleaning . . .
Concrete and nasonry
Dermatitis .
Hazar ds .
Iron and stee
Saf ety neasures .
Acoustic tile coatings .
Adhesi on:
Ef fect of inconpatible
preservatives and
pai nts G
Ef fect of insufficient
dry between coats
Ef fect of surface
cont ani nant s
To chal ked paints
Use of conditioners
to i nprove .
Use of phosphate
treatments to
i mprove
Use of wash prinErs
to i nprove .

Admi ni stration areas,
odor |l ess paints for
Advant ages of progrannEd
pai nting . Co
Air conditioning eqU|p
ment, painting of

Air, eff ect of, on
deterioration of
exterior coatings

Airfield | andi ng mats,
coatings for

Airfield pavenent marking

. 4.4.4. 1,

Par agr aph
1.4.4.1
5.2.3.4
5.1.6.3
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Air regul ator, use of,
in spray application
Airless spray .
Al kal i
In concrete, nortar,
stucco and pl aster

Pai nts sensitive to

Par agr aph

oo

Al kyds . 6.2.2
al . . . 6.2.3
Al kali Cleaning . 4.4.3.2
Dermatitis . 3.4.1.3
Use . 4.4.3.2
Al ligatoring . 5.2.4.2
Caused by |nsuff|ent
cl eani ng . 5.2.6.1
Al unmi num
Avoi d acid cl eaners 4.4.3.4
Avoi d al kal i ne
cl eaners . 4.4.3.2
Characteristics . 5.2.2.2
Use of wash priners .. 4.4.4.3
Al um num m xi ng varni sh . 6.3.3.2
Al umi num paints . .6.2.1, 6.3.5
Heat resistant 10.2.2.6
a eor esi nous . 6.2.10
Preparations of,
for use 7.4.2.2
Phenolic . 6.2.11
Rubber - base 6.2.13
Use of, to prevent
bl eedi ng on treated
wood Co 8.4.1.2
Use of, to prevent
blistering . S 5.2.7.2
Al um num paste ... .6.2.10, 6.3.3.2,
6.3.5.2, 7.4.2.2
Al umi num silicate . . 6.3.4.1
Am nes, toxicity 3.4.1.2
Anti-corrosive pignments
in primers for iron
and st eel 8.2.4.3
Anti-corrosive
primers .6.3.4.2, 8.2.4.3
Anti - sweat coatings:
Pur pose 10.2.2.2
Application 10.3.2.1
Appear ance changes .o 2.2.5
O exterior paints ... 5.1.2.1
O interior paints ... 5.1.3.1



Par agr aph

Appear ance of

coatings . 12,
Ef fect of application
met hod on

Appear ance, testing .
Application of paint,
ef fect of:
Envi r onment .o
Excessive, an abnor nal
deterioration...
I nsufficient, an abnor

mal deterioration
Ski |
Sur f ace .
Type of coat|ng
Weat her .
Appl i cation of pa|nt
effect of, on

appear ance
Application propertles

testing .
Arid areas, use of cenEnt

paints . .
Asphal t, cause of

alligatoring on
At mospheri c contamni nation
At om zi ng pressures .

Basic Lead--silico--
chromate .

Bead gl azi ng

Benzol (benzene),
toxicity .

Bi nders, paint
Toxicity . .

Bi t um nous f|n|shes .
Cause of alligatoring

on . . . . . . ..

Bi t um nous i npregnated sur-
faces, coatings for

Bl ast cl eani ng:
Cl asses
Degr ees
Hazar ds
Precautions
Procedures .
Saf ety neasures

5,
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Par agr aph
Bl ast cl eani ng, continued
Vacuum . 4.4.2.5
Wet e 4.4.2.5
See al so vater Bl asti ng.
Bl each, use of, to
to detect m|dew . 5.2.3.1
Bl eedi ng:
By preservatives . 5.2.4.1,
8.4.1.2
Use of sealers to
pr event 4.4.5
Blistering 1 4 3 5.2.6.4e
Excessi ve paint
application . . . . 5.2.6.4
Faul ty structural
conditions . . . 5.2.7
I nsufficient dry betmeen
coats . . . .o 5.2.6.5
mmdtmmHMUm
changes . . - 5.2.3.3

Bl istering, palntlng
to prevent .5.2.7.2, 8.4.1.4
Bosun chair, equiannt

check and use 3.2.2.1d
Boxi ng paints . 4.3.2.2
Brass, finishes for

interior 7.1.3.2
Brick. See Cbncrete

and masonry.
Br oadcast application of

grit in non-slip

coati ngs 9.4.3.1, 10.2.2.8

Brush application . - 4.6.3.2
Brushes, artists .11.1.4, 11.1.5.1
Brushes, paint 4.6.3.1
Brush-of f bl ast clean|ng 4.4.2. 4

After steam cl eaning 4.4.3.3

Classification . 4.4.2.7

Procedure 4.4.2.5
Buddy system 3.1.2.6
Bul kheads See vaterfront

bul kheads.
Bulletin colors . .11.1.4, 11.1.5.1

C

Cabl es, equi prent check

and use - 3.2.2. 1e
Cal ci um car bonate . 6.3.4.1
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Cal ki ng conpounds, on

exterior surfaces
application .4.5.2.1, 8.3.2.7,
4.5.5
Canouf | age coatings . 10.2.2.10
Carbon tetrachl ori de,
toxicity . 3.4.1.1
Car el essness,
hazar ds 3.1.1.2, 3.1.1.3,
3.2.1
Causti c soda 4.4.3.2
Cei l'i ngs:
Brush painting . 4.6.3.2
Rol | er painting 4.6.4.2
Cenment asbest os surfaces
Surface treatnent 8.3.2.2.1
See al so Concrete and
masonry.
Cenent - -wat er paint:
Preparation of,
for use 7.4.2.2
Appl i cation 7.3.3.3c
Centrifugal blasting . . 4.4.2.5
Chal ki ng G 5.1.2.2
O cement paints . 6.2.3
Ef fect of, on color
retention . . . . 5.1.2.1

Resul ting fronfatnDs-
pheric contam nation 5.2.3.2
Chal ki ng paint, tinting . 4.3.3

Use of non-, in hunmid
and wet environnents 8.1.4.4

Chal ky pai nted surfaces:

Adhesi on of | atex
pai nts Coe 6.2.7
Repai nting . .5.1.2.2, 5.1.6.1
Soiling . . . 5.1.2.1
Use of cond|t|oners 4.4.5
Channel gl azing . 4.5.5. 4
Checki ng 5.1.2.2
Resul ting fronlhmnd|ty
and rainfall . . . . 5.1.5.1
Chemi cal treatnents:
Chem cal Conversion
Coatings . 4.4.4.4
Exteri or 8.3.2.6
Interior 7.3.2.6

See al so Acid cIeaners
Al kal i ne cl eaners;
Pi ckl i ng.
Chi ppi ng hamers . . . . 4.4.2.1

Par agr aph

Coastal areas . . . 8.1.4.3
Abnor mal deter|orat|on

in .o G e 5.2.3.2

Corrosion in . . . . . 5.1.5.1

Coat i ngs, Special Purpose 10.0

Gener al 10.1
Types of coat|ngs used

for special purposes 10.2

Surface preparation and

coating application 10. 3
Coating type, effect of,
on application . . . . 4.6.1.3
Coding, color . . . . . . 1.2.4
Col d storage roons:
Paints . . . .. . . 10.2.3.4
Procedure for painting 10.3.2.5
Col or:
After boxing . . . 4.3.2.2
Retention in exterlor
finishes . . . . 5.1.2.1
Retention in |nter|or
finishes . . . . . . 5.1.3.1
Col ors:
Ef fect of, on
illumnation . . 1.2.3
In floor finishes . . 9.1.3.1
Functional use . . . 1.2.5
Gui dance for seIect|on 1.2.5
In interior paints . 7.1.3.2
For Obstructions to
Flying . . . . . . . 11.2.2.3a
Speci al G 4.3.3
Tinting . . .o 4.3.3.1
In traffic pa|nts .. 11.2.2.3
Use of, for safety
and efficiency . 1.2.4
Conpability of Coatings 6.3.11

Conpatibility with

ol d painted
surfaces . 5.2.4.2, 6.3.11
7.1.3.1
Conpressed board . . . . 7.1.3.1
Concrete and masonry:
Characteristics . . . 5.2.2.3
Ef fect of, on normal
deterioration 5.1.5.2
Primers for exterior 8.2.4.2
Repai nting exterior . 5.1.6.1
Sel ection of coatings
for interior . 7.4.1.2
Surface treatnent .... 7.3.2.2



Concrete bl ock
Fi ni shes for interior
See al so Concrete and

masonry.
Condensat i on, prevention
of .
Wth anti -sweat
coati ngs .

Condi ti oners
Condi ti oni ng S
Contam nants. See Sur
face contam nation;
At mospheri c contam na-
tion.
Contractors . .
Control | ed chalk|ng
Conver si on
treatnents . .1.1.3
Cooki ng, moisture from
Cool i ng equi prent ,
pai nting .
Copper:
Characteristics
Fi ni shes for interior

Copper napht henate, cause
of abnor mal
deterioration
Corrosi on:
In coastal areas .
Resi st ance of epoxy
paints .
Resi st ance of V|nyI
paints .
Corrosive enV|ronnEnts
Costs, painting
Exanpl e
Cracki ng of
coatings . 2,11,

Due to excessive paint
application

Due to humidity and
rai nfall

During exterior
exposure

During interior
exposure Coe

Craw spaces, inportance

of, in abnormal

deterioration of

coating

Par agr aph

7.1.3.2

2.
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Par agr aph
Craw i ng 5.2.4.2
Due to |nsuff|C|ent
cl eani ng . - 5.2.6.1
Creosote, effect of,
on, abnor mal
deterioration 5.2.4.1
Creosote inpregnated sur-
faces, coatings for . 10.2.4.2
Crew, in-house . 2.2.2.2
Crunbl i ng of coat|ngs . 5.1.2.3b
Cure of paints:
Ef fect of inproper,
on, abnor mal
deterioration . . . . 5.2.2.3
Ef fect of inproper . . 6.2.3
D
Dacron rollers 4.6.4.1
Danpness, effect of 1.4.3
Dark roomcoatings . . . 10.2.3.5
Decorative painting . 1.2.5
Def ecti ve Pai nt Nhter|als 4.2. 4
Def ense, painting for
passi ve . 10.2.2.10
Definition of terms . 1.1.3
Degr adat i on:
Exterior coatings 5.1.2.2
Interior coatings 5.1.3.2
Degr easi ng sol vent 4.4.3.1
Dermatitic paint nater|als 3.4.1.2
Saf ety neasures 3.4.2.1

See also Skin irritants.

Det ergents, use of:
Acid cleaning . . . . 4.4.3. 4
Cl eanup after painting 4.6.7
Steam cleaning . . . . 4.4.3.3
Deterioration of
coatings . .2.2.5, 5.0
Abnor mal 5.2.1
Nor mal 5.1.1
Dirt:
Carried by w nds . 5.2.3.4
And mi | dew . - 5.2.3.1
Pi ckup of, on exterior
coati ngs .o . 5.1.2.1
Di scol orati on of pa|nts
causes of:
Bl eedi ng . 5.2.4.1
Poor construct|on 5.2.7.1



Par agr aph

Di si ntegrated paint.
See Paint, old.
Dr opcl ot hs
E
Emul si on paints, See Latex
Pai nt s
Enanel undercoaters
Enanel s . .
Appl|cat|on -
Col or change of, on
exteri or exposure
Flatting of, on
exterior exposure
Use of, to resist
m | dew
Envi r onnment al
conditions . .
Ef fect of, on normal
deterioration
Ef fect of, on paint
application
Hazar ds Ce
In interior painting
Saf ety neasures
Envi ronnment s:
Abnor mal exterior
Contam nated with
i ndustrial funmes
Interior
Nor mal exter|0r .
See al so Corrosive env-
ronnments; Hum d environ-
ments; Industrial envi-
ronnments;
ments; Rural
Epoxy coatings .
Appl yi ng two- conponent

Toxicity .

Equi pnent :
Cl eanup, after use
Saf e handl i ng

Er osi on

Due to atnDspher|c
cont am nati on .
Et ching, chemical 1.1.3.3,
Et hyl silicate paints
Exhaust systens .
Use of, to renove
noi sture

Mari ne environ-
envi ronnent s.

4.6.1.1

5.
. 1. 4.4,

5.
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Expl osi on hazards,

precautions and pre
vention .

Exposure direction,
effect of, on normal
deterioration

Ext enders, paint

Exterior Painting, See
Pai nting, Exterior

Exudation, resin, use of
sealers to prevent

Eye protection

F

Fabric, coatings for
Face gl azing
Fading in exterlor
Fast drying paints,
application
Fences, painting
Fi ber board, use of,
fill crevices
Fi ber gl ass, use of,
fill crevices
Field testing . S
Fillers, masonry .4.4.5
In painting . .7.3.2. 2,
Fillers, wood
Application
Fil mthickness (bUI|d)
Checki ng, when
repai nting . S
Control of, by chal king
Ef fect of, on checking
and cracking
Ef fect of excessive,
pai nt deterioration
Ef fect of excessive
t hi nning .
| nspection of,
application -
In spray application
Vi nyl finishes .
Fire fighting equi prent
| ocation . .. 3.3.2,
Fire Hazards
Fl ame cl eaning . -
St or age . 4.2.3. 1,
Use of paint
renovers .

pai nts
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Fire-retardant paints 10.
First aid . . . . . . . . 3.
Fl aki ng of coati ngs,
causes . . . .o 5.
Faul ty structural
condi tions . .
I nsuf ficient clean|ng 5.
Flame cleaning . . . . . 4.
Classification . . . . 4.
Fl ammabl e materi al s:
Hazar ds
Saf ety neasures .
Fl ammabl e vapors, safety
nmeasures for . . . . 3.
Fl ash poi nt of clean|ng
solvents . . . - 4.
See al so Solvents
Fl ashi ng, effect of inproper
installation of, on
abnormal dete-
rioration .5.2.7.1, 5.
Fl at finishes:
Ef fect of pignent
concentration .6.2.1, 6.
Fl at paints, applying . . 7.
Flatting (loss of gloss)
in:
Exterior paints 5.
Interior paints . . . 5.
Flatting (Loss of gloss)
causes:
Hum dity and noisture 5.
Rapi d tenperature
changes . . . . . . 5.
Flatting pigments . 6.3.3.4, 6.
Fl oor finishes
Gener a
Types of products
avail abl e
Sur f ace preparat|on and
repair
Sel ection, preparation
and application of
coatings . -
Foam wuse of, to fil
crevices . Co
Food storage areas, odor
| ess paints for 10.
Fresh air blowers . . . . 3.
Frit-silicone paints 10.
Frost, effect of
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Par agr aph
Fumes:
Corrosive . . . . . . 1.4.4.3
Hazar ds . 3.1.1
Saf ety neasures 3 1 2 3.1.2. 2
3.4.1.1
Fungi ci des. See mi | dewci des.
Fungus. See M | dew.
G
Gal vani zed st eel
Characteristics . 5.2.2.2
Pai nting . .8.2.4.4, 8.3.2.4
Use of wash priners 4.4.4.3
G are, reduction of 6.3.3.4
d ass:
Pai nting . 10.2.4. 4

See also d a2|ng conpounds.

G aze coatings .6.2.4, 6.3.7
G aze, concrete, reanaI by

acid cleaning . . . . 4.4.3. 4
@ azi ng conpounds . 4.5.4

Application S 4.5.5
Goss . . . . . .. 6.3.4.1

After boxing . . . . . 4.3.2.2
G oss, effect of, on:

| mproper cure . . . . 5.2.2.3

Pi gment concentra

tion .6.2.1, 6.3.4.1

G oss, loss of:

Exterior exposure . . 5.1.2.1

Interior exposure . . 5.1.3.1
G ossary 1.1.4,. Appendi x A
G oves, use of, in blast

cleaning . . . . . . . 4.4.2.6
Goggles . . . . . . . . . 3.1.2.4

Use of, in blast

clean|ng S 4.4.2.6

Grain rai sing, preventl on

of . . . . . . . . . . 6.3.3 -3

H

Har dboard . . . : : 7.1.3.1
Heat - Resi st ant Cbat|ngs 10.2.2.6
Humi d Environments . . . 8.1.4.4
Hum dity 5.2.7
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Humi di fier, effect of

Hydr ogen gas in ready-n xed
nmetallic paints

Hydr ogen sul fi de:
Ef fect on abnor mal

deterioration . . . 5.

In industri al

envi ronnent s .o 8.

Hypochl orite bl each,
sol ution, for
M | dew r enoval

Illum nation and
visibility . .
| mersed structures,
bi tum nous fini shes
for . . . .o 1
| mpact clean|ng tools
I ndustrial environments
I n-house crew . . .
| norgani c Zinc Cbat|ngs
| nspection
Job .
Pai nt deterloratlon
Pai nt
I nstructions:
Adj usti ng spray

viscosity . . . . . 4.

M xi ng . .
Nhlt|-package pa|nts

Pat ching materials . 4.

Potential hazards and
precautions
Thi nni ng . . S
Interior palntlng See
Pai nting, Interior.
I nternedi ate coats,
tinting
I nt ernati onal
Orange .
Iron. See Stee

I ron phosphate treatnEnt 4.
| ssue of paints . . . . . 4.

Joint cement . . . . . . 4.

Joi nts, masonry, use of
cal ki ng conpounds and
sealants in

10.
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K

Ki t chens:

Pai nting . . 7.1.1
Qdor | ess pa|nts 10.2.2.9

Kni f e grade conpounds . 4.5.5.2

Knot seal ers 4.4.5.2, 7.3.2.1,

7.3.2.6

Knots, characteristics .. 5.2.2.1

L

Label instructions. See
I nstructions.

Lacquers 6.3.2
Appl|cat|on 4.6.1.3
Fire hazard 3.3.1.3
Vi nyl 6.2.17

Ladders:

Check and use 3.2.2.1

Hazar ds 3.1.1.3

Saf ety neasures 3.1.2.1

Latex paints . 6.2.7
Lead cont ai ni ng

paints, restrictions

on use of 1.5

Lifting . 5.2.4.2
M

Mari ne Environnments . 8.1.4.3

Masonry fillers. See
Fillers, masonry.
Mechani cal surface
preparation
Cat egori es .
Exteri or
Interior
See al so Bl ast clean|ng
Fl ame cl eani ng; Hand
cl eani ng; Power Too
cl eani ng.
Mer cur y- Cont ai ni ng
Fungi ci des, restrictions
on use of
Met al
Characteristics
Ef fect on nor mal
deterioration
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Metal , continued
Sel ection of exterior
coati ngs .8.4.1. 4, 8.
Sel ection of interior
coati ngs .o . 7.
Surface preparatlon . 7.

Metallic paints
See al so AIun1nun1pa|nts
Met hyl (wood) al coho

toxicity . . . . . . . 3.

M | dew, causes:

Condensati on . 10.
Faul ty structural
conditions .

Hum dity and nD|sture 5.
M | dewci des . 10.
M | dew, renoval

of .10.2.2.7, 10.
M | dewresi stant paints . 10.
M | dewed surf aces:

Col d storage areas 10.

Fabrics 10.

Shower s and Iaundr|es 10.

Swi mm ng pool s . 10.
M1l scale, renmpoval of:

Bl ast cl eaning . 4.

Hand cl eani ng 4.

Pi ckling . 4.

Power tools 4.
Moi sture, effect on pa|nt

deterioration .
Mbi sture content, wood
Mbi st ure perneabl e

materials . . . . . . 8.
Mol d. See M| dew.

N

Nai | s, non-gal vani zed . 5.
Nitric acid, pickling iron

and steel . . . . . . 4.
Non- Ferrous netal s:

Characteristics 5.

Prinmers . 8.

Sur f ace preparat|on 8.
Non-slip floor paints:

To pronote safety

Types 9.4.3.1, 10.
Non-sparking tools .3.1.3, 3.
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Par agr aph
O

OCakum use of, to
fill crevices . . . . 4.5.5

Oobstruction marking 11. 2,
Appendi x D-4, Table 15

Qdor |l ess paints . 10.2.2.9
Al kyd 6.2.2
Lat ex 6.2.7

Ol and grease renoval
Al kal i cl eaning 4.4.3.2
Prior to acid clean|ng 4.4.3. 4
Prior to blast cleaning 4.4.2.6
Prior to flame cleaning 4.4.2.3
Sol vent wi ping . 4.4.3.1

Ol-modified resins . 6.3.3

O | -nmodi fied urethanes 6.2.16.1

Ol paints:

Chal ki ng . 5.1.2.2
Col or change . 5.1.2.1
Fire hazard 3.3.1.2
Flatting . 5.1.2.1
Lifting 5.2.4.2

Soi l'ing (d|rt
col l ection) 5.1.2.1,
5.2.3.2

ad paint 1.4.2
See al so Repalntlng

A d paint renoval:

Acid cl eani ng 4.4.3. 4
Al kal i cl eaning 4.4.3.2
Bl ast cl eaning . 4.4.2.5
Hand cl eani ng 4.4.2.1
Power tools 4.4.2.2
St eam cl eani ng . . 4.4.3.3
See paint and varn|sh

renovers.

Operations, painting 4.0
Pai nt shop . 4.1
Paint materials 4.2
Pai nt conditioning and

mxing . . . . . . . 4.3
Preparation of
surfaces . . . - 4.4
Repair of surfaces - 4.5
Paint application . . 4.6
Operator carel essness,

hazar ds .3.1.1.2, 3.1.1.3
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Over hangs:
Chal ki ng under
Dirt collection under
Ef fect of om ssion

on abnormal dete
rioration .
Surface preparatlon
under
Over spray

Ef fect of overth|nn|ng

P
Pai nt and varni sh renovers
Dermatitis . .o
Use .4.4.3.6,
Pai nt brushes . .
Pai nt brush cl eaners,

dermatitis . .

nt conpatibility
Pai nt contai ners .
Paint failure, prenature
Pai nt i nspector:

Pai

Fam liarity with signs of

deterioration

Sanpling .
Pai nt, |eftover
Paint materials .
Def ective Paint
Cener a
Hazar ds .
M xi ng procedures
Pai nt bi nders
Procur enent .
Sanpl i ng and test|ng
St or age . 4.2.3. 1,
Thi nni ng . .
Types of pa|nts
Toxicity . S
nt renovers. See Pai nt
and varni sh renovers.
nt shaker
nt shop . .
Saf ety precautlons
Use for pickling
Pai nt solids, effect of

hot spray
Pai nt system
Pai nt, useful

Pai

Pai
Pai

life
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Par agr aph
Pai nt ed surfaces,
i nspection . 2.2.1.1
See al so Repalntlng
Pai nting, exterior 8.0
Gener al 8.1
Types of products
avail abl e 8.2
Sur f ace preparat|on and
repair 8.3
Sel ection, preparatiom
and application of
coating systens 8.4
Painting, interior (except
floors) 7.0
Gener al 7.1
Types of products
avail abl e 7.2
Sur f ace preparat|on and
repair 7.3
Sel ection, preparatiom
and application of
coating systens 7.4
Pai nti ng, programred 2.0
Gener al 2.1
Procedure 2.2
Pai nting costs 2.1.2.3
Pai nting crew . 2.1.2.2
Saf eguar di ng . - 3.1.1.5
Pai nting operations. See
Oper ations, painting.
Painting priority . 2.2.2.1
Particle board Co 7.1.3.1
Passi ve defense, painting
for . 10. 2 2.10
Pat chi ng nater|als 7.3.2.7, 4.5.6
Applications . 4.5.6.6
See al so Joi nt cenEnt
Pat chi ng pl aster; Plastic
wood; Portland cenent
grout; Spackle.
Patching plaster .1.1.3.3, 4.5.6.1
7.3.2.4
Peeling . .2.1.1, 5.1.2.3
I nt er coat . 5.2.4.2
Painting to prevent 8.4.3.6
Prevention in floor
finishes . 9.4.3.2
Pr obl ens fron1|nsuff|C|ent
cl eani ng . . 5.2.6.1
Pent achl or phenol 5.2.4.1
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Personnel, relative
experi ence required for

di fferent methods of
application 4.6.1.5
Phosphate treatnents 4.4.4.1,
4.4.4.2
Pl aster and Wal | board
Ef fect on abnor mal
deterioration 5.2.2.3
Pai nting . . App. D-4, Table 12
Repair of Surfaces 4.5.6
Sel ection of Coatings
for . . . . 7.4.1.4
Sur f ace preparatron 7.3.2
Pl astics, painting of 6.2.6
Pressurized equi prent :
Check and use . . . . 3.2.2.1
Hazards . . . . . . . 3.1.1

Pr et reat ment .1.1.3.3, 4.4.4
See al so Wash prinmers and
phosphate treatnents.

Preventi ve mai nt enance

Pai nting . 2.1.2.1
O der of prrorrty 2.2.2.1
Use of records . 2.2.8
Primers . Coe 6.3.4.2
In reparntrng e 5.1.6.1
M xi ng . G 8.4.2
Types . . . 8.2.4.3
See al so vash prrnErs
Primer-sealers . . . . . 6.3.4.2
Application . . . . 7.4.3.3
Priority in narntenance
painting . . . . . . . 2.2.2.1
Problenms in spraying . . 4.6.5.3
Proj ect preparation . 2.2.2
Propel l er m xer - 4.3.2
Protective clothing . . . 3.1.2.5
Putty . S 4.5.3
Use in parntrng .7.3.2.1, 4.5.5
R
Radi at or coatings . 10.2.3.8
Radi oacti ve areas:
Abr asi on-resi st ant
finishes 10.2.2.1
Coatings . 10.2.3.9
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Rai nf al |
Ef fect on nor mal
deterioration 5.1.5.1
Heavy 8.1.4.4
Washof f of d|rt 5.1.2.1
Rayon rollers . 4.6.4.1
Ready- nmi xed alunrnuw
paints . . . .o 6.3.5.1
Ready-t o- m x alunrnuw
paints . . . e 6.3.5.2
Records, painting . . Appendi x B
Project planning . . Appendi x B-
Daily project
report . . Appendi x B-2
Per f or mance record Appendi x B-3
Hi storical record . Appendix B-4
Red Lead:
Priners 8.2.4.3
Toxicity . . 3.4.1.1
Ref | ectori zed traffrc
paints . 11.2. 2.1,
11.2.5
Renoval , paint:
Very old exterior paint 8.3.2.5

Very old interior paint 7.3.2.5
See also A d paint,

renoval
Repainting . . e 5.1.6
Chal ked parnt S 5.1.2.2
| mport ance of surface
preparation . . . . 4.4.1
Frequency . . . . . . 2.2.8
Priority . . . .o 2.2.2.1
Pr obl ens fronrhrgh
wind velocity . . . 5.2.3.4
Renoval of efflorescence
before . . . Co 5.2.2.3
To prevent dete-
rioration .5.1.1, 5.1.2
Repai rs:
Ef fect of inproper,
on abnormal dete
rioration 5.2.6.2.

Reservoirs.
t anks
Resi ns hardeners,

See Storage

dermatitis . .o 3.4.1.2
Resi nous areas, sealing 7.3.2.1
Resi nous materials, in

wood . . . . . . . . . 5.2.2.1
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Resins, dermatitis . . . 3.4.1.2
Respiratory protection . 3.1. 2 2,
3.1.2.3
Bl ast cleaning . . . . 4.4.2.6
Ri ggi ng:

Equi pnrent check and
use 3.2.2.1
Hazar ds 3.1.1.3
Saf ety neasures 3.1.2.1
Rol | er Application . 4.6.4
Rol | ers, paint, types . . 4.6.4.1
Ropes, check and use . . 4.2.2.1e

Roughness of paint, effect
on soiling of exterior

paints . . . S 5.1.2.1
Rubber - base pa|nts S 6.3.2

Application . . . . . 7.4.3.3d
Runs and sags, effect of

excessive thinning ... 4.6.5.2
Rural environments 8.1.4.1
Rust, effect on coatings 5.2.2.2

Rust renoval
Acid cl eani ng
Bl ast cl eani ng
Hand cl eani ng
Pi ckling
Power tools
Rust prevention by

EARRAS
EARRAS
MWD
NOTEFE O

phosphat e treat nent 4.4.4.1
S
Saf ety, general 3.0
Acci dent hazards 3.2
Fire hazards 3.3
Heal t h hazards 3.4
Heal th services . 3.5
Check-of f |ist - 3.1.3
Non-slip floors,
finishes for - 9.1.2
Use of signs S 11.1.1
Use of traffic
paint . . . . . . 11.2.1
Safety helmets. See
Abr asi ve bl asting
hel mets; Hard hats
Saggi ng, due to excessive
pai nt .o 5.2.6.4
Sal t -1 aden atnnsphere - 8.1.4.3
Ef fect on abnor nal
deterioration . . . 5.2.3.2
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Sanding . . . S 1.1.3.3
Eye protect|on 3.1.2.4, 4.4.2.2
Interior surfaces . . 7.3.2.1
Wod floors . . . . . 9.3.2.1
Scaf f ol di ng:
Brushi ng techni que
with . . 4.6.3.2
Check and use 3.2.2.1
Hazar ds 3.1.1.3
Saf ety neasures . 3.1.2.1
Scal ers:
Hand . 4.4.2.1
Needl e . 4.4.2.2
Rotary . 4.4.2.2

Schedul i ng of pa|nt|ng
with respect to dete
rioration . . 5.1.1
Schedul i ng of pa|nt|ng mnth
respect to seasons and

weat her conditions . . 2.2.3.1
Scrapers . . . . .4.4.2.1, 7.3.2.6
Sealants . . . . . . . . 4.5.2.2
Application . . .8.3.2.7, 4.5.5
Seal coating . . . . . . 1.1.3.3
Sealers . . . . . . . . . 6.3.3.3

Seasons, effect on

schedul i ng exterior

painting . . . S 2.2.3.1
Seni gl oss f|n|shes

See d oss finishes.
Service of interior

paints . . . . . . . . 7.1.3.4
Shoes, safety . . . 3.1.2.5
Shop-coated iron and stee

surface treatment . . 8.3.2.3
Shower roons . . . . . . 1.4.4.1

Coatings . . . . . . . 10.2.3.10

Mbi sture . G 5.2.7.2

Painting . . . . 7.1.1, 10.2.3.6
Signs and traffic marking 11.0

Signs . . S 11.1

Traffic nark|ng S 11.2

Ref erences and

standards . . . . . 11.3

Sign substrates . . . . . 11.1.2
Silica . . G 6.3.4
Silicated aIkaI| Coe 4.4.3.2
Silicone water

repel | ants:

Application . . . . . 8.4.3.3

Cause of crawling 5.2.4.2



Par agr aph

Skin irritants:

Ef fect on health . 3.1.2.1
Paint materials 3.1.1.1, 3.4.1.2
Sol vents . 3.4.1.2
Sur f ace preparatlon
materials . 3.1.1.2
Sol vent s . . Appendix C
Restrictions on use of 1.7.1
Speci fications . . . Appendix D
Product s 1.3.1,. Appendi x D1
Li sted by source . . Appendix D2
Nunerical Li st . Appendi x D3
Recomended
coating . Appendix D4

4.4.2.1
2 2 2 1, 2 2.2.1

Spot - cl eani ng
Spot - Pai nting .

2.2.5, 2.2.8, 5.1.6.1
Spot-primng . . .3.2.3
Spray application of aC|d
cl eaners . 4.4.3. 4
Spray boot hs 4.1.2
Cl eaning . . 4.1.3
Spray equi prent :
Application S 4.6.5.2
Groundi ng 3.2.2.1f, 3.3.1.1
Probl enms . 4.6.5.3
Types . 4.6.5.1
Spray gun controls 4.6.5.2
Spr ayi ng:
Fire hazards . 3.3.1.1
Saf ety neasures 3.1.2
Vinyl finishes . . . . 6.2.1.7
Spray room safety
measures . . . . . . . 3.3.2
St age, swing. See Swi ng
St age.
St ai nl ess steel:
Acid cl eaners, not
to be used on . . . 4.4.3. 4
Al kal i cl eaner, not
to be used on . . . 4.4.3.2
Wash priners . . . . . 4.4.4.3
St ai ns, wood
Application .6.3.6, 7.4.3.4
In interior
pai nting . .6.3.6, 7.2.3
Use with wood filler 4.4.5.3
St andpi pes. See Storage tanks
St eam cl eani ng 4.4.3.3
Exterior surfaces 8.3.2.6
Hazar ds 3.1.1.2
Procedure 4.4.3.3
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Steam | i nes, hazards . . 3.

Steam protection against 1

St eel
Characteristics

Ef fect on nor mal
deterioration
Pai nting .
Priners 2
Repai nting . Coe 5. 1.
Shopcoated . . . . . . 8. 3.
Surface preparation . 8.3
Stone. See Concrete and
masonry.
St or age tanks:
Coatings for fuel
oi | -
Coatings for mater
Pai nting . .
Stresses in paint f|Im
cause of checki ng and
cracki ng .
Stucco, characterlstlcs
Styrene-acryl ate paints 6.2.1
Surface preparation .
In repainting . . . . 5.
Surface preparation
materi al s, hazards . 3.
Surface repair .4.5.1, 8.
See al so Cperations,
pai nting and Repairs.
Surface type, effect on
pai nt application . . 4.6.1.2
Swi mm ng pool s:
Coatings .
Pai nting .
Swi ng st age,
use

5.1.5.

. 6.3.4.2, 8.

and
10.2.3.12
10.2.3.11
10.3.2.7
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. 10.3.2.9
check and

3.2.2.1d
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Tank r oof pa|nts T |
Tanks, storage. See

st orage tanks.
Tenper at ure changes,

ef fect on:

Abnormal deterioration
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Checki ng and cracki ng 5.
Nor mal deterioration 5.
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Tenperature, effect on:

Application . . . .4.6.2, 1.4.3
Bl ast cl eaning . 4.4.2.6
St or age S 4.2.3.1
Tenperature, extrene 1.4.4.3
Ef fect on phosphate
treatnment . . . . . 4.4.4.2
Textured finishes:
Application . . . . . 10.3.2.4
Use . . . .. . . 10.2.2.11

“"Threshold Linmt Value” . Appendix C
Tile-like coatings. See
G aze coatings.
Tinting paint. See Colors.
Tone-down pai nting
Toxic materials
Hazar ds
Saf ety neasures
Toxicity G
Paint materials . 1.5

10.2.2.10

Pai nt renovers . - 4.4.3

Saf ety neasures . . . 3.1.2.

Solvents . S 4.4.3
Towers, rolling, check

and use . . . . . . . 3.2.2.lc
Traffic control . . . . . 11.1.1
Traffic marking. See Signs

and Traffic marking.
Trim painting . 4
Tri sodi um phosphate . 4

Use for m | dew renoval 10
Tropical climtes . 8
Nor mal deterioration 5
Treat mrent of wood . 8

PRrP 0RO
N

NEFE,RAOODNMNDN

W

Wal | board. See Pl aster

and Wal | board.
Wash priners . . . . . . 4.4.4.3
Waterbl ast cleaning . . . 4.4.4.32
Wbod al cohol. See Met hyl

al cohol
Wbod decay due to poor

construction . . . . . 5.2.7.1
Wod fillers. See Fillers,

wood.
Wood fl oors:

Surface preparation . 9.3.2.1
Wood grain, effect on

cracking . . . .5.1.2.2, 5.2.2.1

-13

Par agr aph
Wbod, open grain, use of
fillers . . . . .4.4.5 4.4.5.3
Whod, treated, selection
of coatings 8.4.1.2
Wi nkl i ng:
From i npr oper pai nt
application . 5.2.6.4
From rapid tenperature
changes . 5.2.3.3
In painting S 7~1.3.1
Wi nkl i ng, avoiding, when
applying clear finishes 7.4.3.2
Whod:
Application of clear
finishes 7.4.3.2
Characteristics 5.2.2.1
Cracki ng of coatings 5.1.2.2
Sel ection of coatings
for interior - 7.4.1.1
Moi sture content 7.3.2.1
Preparation for
pai nting . S 7.3.2.1
Primers for exterior 8.2.4.1
Repainting . . . . . 5.1.6.1
Wod, effect on norma
deterioration 5.1.5.2
X
Xyl ene (Xylol):
Cause of lifting . 5.2.4.2
I n rubber-base paint 7.4.3.3
z
Zinc chloride and phosphoric
acid. See phosphoric
acid and zinc chloride.
Zinc chromate:
In anti-corrosive
primers . 8.2.4.3
In wash priners 4.4.4.3
Toxicity . 3.4.1.1
Zi nc dust 8.2.4.3
Zinc dust paint 6.2.6
Zi nc napht henat e 5.2.4.1
Zi nc oxi de, use of,
to prevent
mldew . . 5.2.3.1, 10.2.2.7
Zinc phosphate treatnent 4.4.4.1
Zinc-rich paints 8.2.4.3
Appl i cation of 8.4.3.5
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